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V LLAVES TRANSPONDER 

TRANSPONDER KEYS 



GLOBALLY UNLOCKING MILLIONS OF DOORS DAILY 



[A CHIPLESS KEYS 


ACURA-HONDA 


ALFA ROMEO 



TPOOHOND— 21.P TPOOHOND— 31.P TP00AF-14.P3 TP00SIP-4.P3 


HD106PT CHIPLESS HD113PT CHIPLESS 

HD111PT CHIPLESS HOOIPT CHIPLESS 

H003PT CHIPLESS 


AUDI -PORSCHE— VOLKSWAGEN 







CHIPLESS KEYS 



3 


TP00CHR-15.P1 
Y170PT CHIPLESS 


TP00CHR-15.PC 
Y164PT CHIPLESS 


TP00CHR-15.PG 
Y160PT CHIPLESS 


TP00CHR-19.PG 
Y162PT CHIPLESS 
Y165PT CHIPLESS 


CITROEN 


DAEWOO 



TP00DAE-4D.P1 
DW05RT5 CHIPLESS 


TP00DAE-6.P 


TPOODAI— 1.P1 


TPOODAI— 3.P1 









TPOODAE— 4.P2 
B114PT CHIPLESS 


TP00DAE-4D.P2 
B114RPT CHIPLESS 


TPOOGM— 27.P 
B97PT CHIPLESS 


TPOOGM— 28. P 
B99PT CHIPLESS 
B112PT CHIPLESS 




JMA CHIPLESS KEYS 


GENERAL MOTORS 



TPOOGM— 30.P TPOOGM— 37.P TP00GM-43.P TP00GM-49D.P 

PT04PT CHIPLESS B103PT CHIPLESS 


B107PT CHIPLESS 
B111PT CHIPLESS 
B115PT CHIPLESS 


GENERAL MOTORS HYUNDAI 






TPOOHY— 18.P TPOODAT— 6.P2 TP00DAT-15.P2 TP00DAT-15.P3 

HY20PT CHIPLESS NSN11T2 CHIPLESS NIOIT CHIPLESS 


NI04T CHIPLESS 
INF45PT CHIPLESS 



CHIPLESS KEYS 







TPOOSIP— 4.P4 


TPOOTOYO— 18.P 
T0Y40BT4 CHIPLESS 


TPOOTOYO— 30. P 
T0Y48BT4 CHIPLESS 


TPOOTOYO— 36. P 
TOY50PT CHIPLESS 








TPOOMIT— 12.P2 
MIT8PT CHIPLESS 
MIT12PT CHIPLESS 


TPOOMIT- 18.P 
MIT9PT CHIPLESS 
MIT13PT CHIPLESS 
MIT16APT CHIPLESS 










ROVER 


SAAB 


SCANIA 


SKODA 



TPOOSMR— l.P 


TPOOSSA— 1.P1 


TP00SUB-2.P 
DAT 1 7T 1 3 CHIPLESS 


TPOOSUB— 3.P2 
SUB4PT CHIPLESS 




CHIPLESS KEYS 






JMA CHIPLESS KEYS 







TOYOTA 



TPOOTOYO— 10.P1 


TPOOTOYO— 15.P 
T0Y44DPT CHIPLESS 
T0Y43AT4 CHIPLESS 
TOY44GPT CHIPLESS 


TPOOTOYO- 1 5. P2 


TPOOTOYO- 17.P 


TOYOTA 


VOLVO 



TPOOTOYO- 19.P 


TPOOTOYO— 20D.P 
TOY57PT CHIPLESS 


TPOOTOYO— 20D. PI 


TP00HU-DH.P2 









BMW 


DUCATI 


MOTORCYCLE 



TPOOFI— 13.P4 
GT18RT5 CHIPLESS 


TPOOFI— 13. P5 
GT15RBT5 CHIPLESS 


TPOOFI— 13. P6 
GT15RDT5 CHIPLESS 


TPOOFI— 13. P7 
GT15RCT5 CHIPLESS 






TP00SUZU-15D.P 


TP00YAMA-26D.P2 


TPOOZA— 9.P 
ZD23RT5 CHIPLESS 


TPOOZA- ll.P 
ZD24RT5 CHIPLESS 


J]VL* 



JMA MOTORCYCLE CHIPLESS KEYS 





ACURA-HONDA 



TP05HOND— 21V.P 
HD106PT 


TP05H0ND— 31V.P 
HOOIPT 


TP12HOND— 21.P 
HD111PT 


TP12H0ND— 31.P 
H003PT 


ACURA-HONDA 


AUDI— PORSCHE— VOLKSWAGEN 






N. SILVER 
ALPACA 


£ 


LI 




TP32H0ND— 31.P 
HD113PT 


TP08HU-HAA.P 

HU66AT6 


TP08HU-HAA.P1 

HU66T6 


TP10HU— HAA.P1 



JMA TRANSPONDER KEYS 





TP12BM-7RKE 


TP12CHR— 15.P1 
Y170PT 


TP12CHR-15.PC 

Y164PT 


TP21CHR-15.PG 

Y160PT 






CHRYSLER-DODGE 

JEEP-PLYMOUTH 


FORD-LINCOLN-MERCURY 



FORD-LINCOLN-MERCURY 


TP06F0— 15D.P 
H74PT 
H86PT 


TP20FO— 30D.P 
H84PT 
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TP05GM— 43V.P 
B103PT 


TP08DAE-3D.P1 

DW04RT6 


TP08GM— 28.P 
B112PT 


TP08GM— 37.P 
B115PT 






JMA TRANSPONDER KEYS 



TP13DAT— 6.P2 


TP19DAT— 15.P3 
NI01T 


TP19DAT— 15.P4 
NI02T 


TP08HOND— 21.P 





TP12HY— 1 1.P1 TP12HY— 1 1D.P1 

HYN7T14 HYN14RT14 



TP12HY— 6D.P1 
HYN7RT14 


TP12KI— 8D.P 




JMA TRANSPONDER KEYS 






TP26MIT— 12.P2 
MIT12PT 


TP26MIT— 18.P 
MIT13PT 


TP28SUB-2.P 

DAT17T13 


TP28SUB-3.P 

SUB4PT 


JMA TRANSPONDER KEYS 






TP05H0ND— 21.P 
HD106PT5 


TP05H0ND— 31.P 
H001PT5 


TP05DAE-3D.P1 

DW04RT5 


TP05DAE— 4.P1 
DW05T5 


G.M. (BUICK-CADILLAC-CHEVROLET) 
(GMC— PONTIAC— SATURN) 





V 


V 


TP05DAE-4D.P1 

DW05RT5 


TP05ME-HM.P1 

YM15T5 


TP05GM-27.P 

B97PT5 


TP05GM— 28.P 
B99PT5 


32 


JMA TP05 MEGAMOS FIXED CLONEABLE KEYS 



JMA TP05 MEGAMOS FIXED CLONEABLE KEYS 





TP05GM— 37.P 
PT04PT5 


TP05GM— 43.P 
B103PT5 


TP050P— S.P 
HU46T2 


TP05JAU-1.P 

TBE1T5 


MAZDA 


NISSAN 

INFINITI 


PORSCHE 


SAAB 






TP05MAZ-1 1D.P 
MAZ24RT5 


TP05DAT— 6.P2 
NSN11T2 


TP05HU-HAA.P1 

HU66T5 


TP05SAA-1.P 

YM30T5 





TPX1F0— 15D.P 
H72PT CLONEABLE 


TPX1FO— 16.P 
H73PT CLONEABLE 


TPX1DAT-15.P4 
INF45PT CLONEABLE 


TPX1TOYO— 18.P 
T0Y40BT4 CLONEABLE 


LEXUS 


TOYOTA 









TPX1TOYO— 30.P 
TOY48BT4 CLONEABLE 


TPX1TOYO— 15.P 
TOY43AT4 CLONEABLE 


TPX1TOYO— 20D.P 
TOY57PT CLONEABLE 



Copyright by 



JMA TPX1 TEXAS FIXED CLONEABLE KEYS 







JAGUAR KIA LEXUS MAZDA 



TPX2JAU-2.P TPX2KI— 9.P TPX2T0Y0-36.P TPX2MAZ-1 1D.P2 

KK7PT CLONEABLE TOY50PT CLONEABLE 


MITSUBISHI INFINITI- NISSAN 



“■n- JT -IM" 

TPX2MIT-8D.P2 TPX2MIT-12.P2 TPX2MIT-18.P TPX2DAT-15.P3 

MIT14PT CLONEABLE MIT8PT CLONEABLE MIT9PT CLONEABLE NI01T CLONEABLE 
MIT12PT CLONEABLE MIT13PT CLONEABLE 



JMA TPX2 TEXAS CRYPTO CLONEABLE KEYS 



JMA TPH1 JMA TPX2 TEXAS CRYPTO 

PHILLIPS CRYPTO CLONEABLE KEYS 





TPX2DAT-15.P4 
NI02T CLONEABLE 


TPX2SUB-2.P 
DAT17T13 CLONEABLE 


TPX2SUB-3.P 
SUB4PT CLONEABLE 


TPX2T0Y0— 15.P 
T0Y44DPT CLONEABLE 


VOLKSWAGEN 



£ 


TPH1HU— HAA.Pl 





TPX4BM-7RKE 


TPX4DAE-4.P2 
B114PT CLONEABLE 


TPX4DAE-4D.P2 
B114RPT CLONEABLE 


TPX4CHR-15.P1 
Y170PT CLONEABLE 










JMA TPX4 PHILLIPS CRYPTO CLONEABLE KEYS 







2012 Automotive Transponder Key Application Chart 



® Vehicles with proximity function will not done, 
'hese vehicles may have inmobilizer variations and may not done. 

* Multiple key ways or chip used 
(Vll\l) Chip VIN Encoding with special equipment may be needed. 
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On Board Programming Instructions 


A: GM PKIII & 0 (Identified by a PK3 or a 0 stamped on blade) 


to the RUN position. The security light or 


! RUN position. The security light will 


After the light has gone off for the third time, the key has been programmed into the vehicle' 
programmed into the vehicle and is the only key capable of starting the car. 


and will operate the car. This key replaces ALL the previous keys 


2. Turn the ignition cylinder to the RUN position and then back to the OFF pc 

3. Remove the existing key and within 1 5 seconds insert the new key and tu 


The security light will light up for 2 seconds indicating successful programming of the new key. If the vehicle does not have a security light, leave the key in the ignition for 10 


B: 1997 Ford, Lincoln, Mercury 1998 Ford, Mercury 

Originate New Master Key 


the OFF position and then back to the RUN pt 


e ignition to the OFF position and then back to the RUN position. The security light \ 


le vehicle and is the only key capable of st 


The security light will light up for 2 


in 15 seconds insert the new key and turn it to tl 
2 seconds indicating successful programming of 
successful programming. 


C: 1998 + Ford, Lincoln, Mercury 1999 + Ford, Mercury 

Originate New Master Key 

1 . Requires that the vehicle be connected to diagnostic equipment. 

Add a Duplicate Key 
* Requires 2 working keys 

1 . Insert one of the 2 working keys into the ignition. Turn the ignition to the RUN position and back to the OFF position. 

2. Within 5 seconds insert the second working key into the ignition. Turn the ignition to the RUN position and then back to the OFF position. 

3. Remove the second working key and within 1 0 seconds insert the new key, turn it to the RUN position leave it at the RUN position for one s 

4. The security light will light up for 3 seconds indicating successful programming of the new key. 


Originate New Master Key or Add a Duplicate Key 
1 . Insert new key into the ignition and turn 


Turn the key to the RUN position. The dashboard security light should flash. In the next 20 seconds 
After this time has elapsed, the security light will flash at a slower pace. 

Enter the 8 digit word code. The word code is unique to each immobilizer unit. 

You can obtain the word code by giving a Mazda dealer the vehicle's immobilizer serial number or by 


next 20 seconds, turn the key to lock. The key si 


diagnostic equipment. 



On Board Programming Instructions 


JMIV 


5. Turn the ignition to RUN while carefully watching the security light. When the security light begins to flash count the number of flashes. When the number of flashes equals 
the first digit of the 8 digit word code, turn the key back to the OFF position. 

6. Within 30 seconds, turn the key to the RUN position and count the flashes. When the flashes equal the second digit of the word code, torn the key to the OFF position. 

7. Repeat step 6 until all 8 digits are entered. Do not start the vehicle while the security light is on. If a mistake is made, or you are unsure of the number of flashes, wait 45 
seconds and start over. 

8. The password has been programmed successfully when the security light remains on with no flashing. 

9. Start the vehicle. Within 2 seconds, the security light should turn off. 

1 0. 30 seconds after the key is removed, the vehicle will return to normal operation. 

E: 1998 + Toyota, Lexus 

* One working key required to add keys. If all keys are lost the ECU must be reflashed or replaced. 

To delete all but one key 

1 . Press and release the brake and accelerator pedals at the same time once. 

2. Insert an existing master key into the ignition. Do not turn the key. 

3. Within 1 5 seconds of inserting the key press and release the brake and accelerator pedals 6 times. 

4. Within 20 seconds of completing the previous step, press and release the brake and accelerator pedals 7 times. 

5. The security light will flash indicating all keys but the one being used have been erased. 

6. Remove the key from the ignition. 

Add a Duplicate Key 

1 . Press and release the brake and accelerator pedals at the same time once. 

2. Insert an existing master key into the ignition. Do not turn the key. 

3. Within 1 5 seconds of inserting the key press and release the brake and accelerator pedals simultaneously 5 times. 

4. Within 20 seconds of completing the previous step, press and release the brake and accelerator pedals simultaneously 6 times and remove key. 

5. Within 1 0 seconds of removing the key insert the new key into the ignition. Do not turn the key. 

6. Within 1 0 seconds of inserting the key press and release the brake and accelerator pedals simultaneously once. 

7. After 80 seconds the new key is programmed and the security light goes out. 

8. Remove the key and press and release the brake and accelerator pedals simultaneously once. 

F: 1998 + Chrysler, Dodge 1999 + Chrysler, Jeep 

* 2 working key required to add keys. 

Originate New Master Key 

1 . Requires that the vehicle be connected to diagnostic equipment. 

Add a Duplicate Key 

1 . Insert one of the 2 working keys into the ignition. Turn the ignition to the RUN position leave the key in the RUN position for at least 5 seconds, but no more than 1 5 seconds 
and turn back to the OFF position. Remove the key. 

2. Insert the second working key into the ignition. Turn the ignition to the RUN position within 1 5 seconds. 

3. The security light should illuminate after 1 0 seconds and a single chime should sound indicating you are in programming mode. 

4. Turn the key to the OFF position within 60 seconds and remove the second valid key. 

5. Insert a new key and turn to the ON position. 

6. After approximately 1 0 seconds a single chime will sound and the security light will stop. 

7. Wait 5 seconds and turn to the OFF position. 

8. Repeat all previous steps to add additional keys. 

G: 2001 + GM PKIII (Identified by a PK3+ stamped on blade or vehicles with a 2 or 3 in the first position of the VIN Number) 

Originate New Master Key 

1. Insert new key into the ignition cylinder and turn it to the RUN position. The security light on the dash will illuminate and stay on for 10 minutes. 

2. Repeat previous step 2 more times. 

3. After the light has gone off for the third time, the key has been programmed into the vehicle's computer and will operate the car. 

Program a Second Key 

1 . After completing the last step for the first key, insert a second key and turn to the RUN position within 20 seconds. 

2. Once the light goes out, the key is programmed. 

3. Repeat the previous step for programming up to 1 2 additional keys. 



On Board Programming Instructions 


JMIV 


Add a Duplicate Key 

* 2 working key required to add keys. 

1 . Insert one of the 2 working keys into the ignition cylinder. Turn the ignition cylinder to the RUN position. 

2. Remove the existing key once the security light goes out. 

3. Insert the second working key. Turn the ignition cylinder to the RUN position. 

4. When the security light goes out remove the second working key. 

5. Insert the new key and turn to the RUN position. 

6. Once the security light goes out, the key has been successfully programmed. 

H: 2001 + Ford Focus, Ford Escape 2001 + Mazda Tribute 

Originate New Master Key 

1 . Requires that the vehicle be connected to diagnostic equipment. 

Add a Duplicate Key 

* 2 working key required to add keys. 

1 . Insert one of the 2 working keys into the ignition cylinder. Turn the ignition cylinder to the RUN position and back to OFF. 

2. Remove the existing key and insert the second working key. Turn the ignition cylinder to the RUN position then back to off. 

3. Insert the new key and turn to the RUN position before 1 0 seconds have passed from the previous step. Leave the key for more than 1 second and turn back to off. 

4. The security light will light up for 3 seconds indicating successful programming. 

5. Once the new key has been successfully programmed, do not remove the key from the ignition. Leave the key in the cylinder for 10 minutes to complete the programming 
procedure. 


1: 2002 + Toyota, Lexus 

* One working key required to add keys. If all keys are lost the ECU must be reflashed or replaced. 

To delete all but one key 

1 . Press and release the brake and accelerator pedals at the same time once. 

2. Insert an existing master key into the ignition. Do not turn the key. 

3. Within 1 5 seconds of inserting the key press and release the brake and accelerator pedals 6 times. 

4. Within 20 seconds of completing the previous step, press and release the brake and accelerator pedals 7 times. 

5. The security light will flash indicating all keys but the one being used have been erased. 

6. Remove the key from the ignition. 

Add a Duplicate Key 

1 . Make sure all doors and windows are closed. 

2. Insert an existing master key into the ignition. 

3. Cycle the ignition cylinder from RUN to OFF 5 times. 

4. Open and close the driver door 6 times. 

5. Remove the master key and insert new duplicate key. 

6. Turn the ignition to RUN. 

7. The new key will be programmed after 60 seconds. 

8. The security light will go out indicating successful programming. 

J: 2011 Ford Fiesta 2010 +Ford Transit Connect 

Add a Duplicate Key 
* Requires 2 working keys 

1 . Insert one of the 2 working keys into the ignition. Turn the ignition to the RUN position for 3 seconds and back to the OFF position. 

2. Within 1 0 seconds insert the second working key into the ignition. Turn the ignition to the RUN position for 3 seconds and then back to the OFF position. 

3. Remove the second working key and within 1 0 seconds insert the new key, turn it to the RUN position leave it at the RUN position for 3 seconds and turn it back to off. 

4. Repeat steps for each additional key up to 8 keys. 
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